














Pre Flight Check / 4T B for £x T

Ensure that receiver & transmitter battery are fully charged. #fi VA 42 Wt Bl & 5L A H s O 78 6 H

Check all bolts and screws are tight. & 5222 & F'%IF LI AR
Repeat step 10 to check all servo functions are correct. I 551025 K 7 & HEHL IS 4F 1F 3 .

Ensure tail and gyro direction are correctly set. fifiih J&#E ML A BE WAL A )5 1) 1F 7 .
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Tail blades rotation direction
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Tail moving direction
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5. Check that main blades, paddles and tail blades are installed in the right direction.
o A R 2K, 1T R AR 2RI 22 R T 1) 2 AR IE A
6. Check that there are no missing or damaged parts, never fly with any damaged parts.
KA A7 TG 100 I8 B IR 0 Z A A e A 0 S B S A ) 20 e AT R KL
7. Make sure all electronic devices are firmly fastened and connected.
BT AT LT TR O R R R 2, [ e .
8. Before starting the motor, make sure the IDLE switch is OFF and throttle stick is in the low position.
P23 T e 3K LU 2 AT, BN DL ETT 5K 5% AL, il 17 42 AT A8 # AR AL
9. Only turn off the transmisser after turning off the receiver.
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